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Planetary Gearhead
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Pinion Specification ez
EANES
Outside diameter $2.980
0o Ey FHER
ool r.552 L 385 Pitch circle diameter DI2550
X< 5 0.5 | S0 EV2-0
eF tl(') ‘ +Lc|> Module 0z
Sl = © s
A T ; No. of teeth 12
w — | +
— " -®E EhA .
© ELF 9 Pressure angle 20
= B fREL  Addendum 0.450
M5.5 (P=0.5) 2.4 M5, 5 modification cofficient :
g (P=0.5) REE —0.008
4-0.3 Hole diameter ¢ 1.0 _ 4020
(PINION POSITION) HIEER L SR
Reduction ratio All reduction ratios
Unit : mm

ik Specifications
&7
HaxtE ke - Number of | Efficiency | Direction of rotation Length Mass
Model N Absolute g+ cm stage % (Drive to output) mm g
3

1/ 16.00 0.3 417 = 12.85 (6.9)
1/ 64.00 98.1 1.0 13.9 = 15.75 (8.3)
1/ 256.00 147 1.5 20.8 4 43 = 18.65 (9.7)
1/ 1024.00 147 15 20.8 5 35 = 21.55 (11.1)
I S Standard S EEX ORI % PR & ¥
I 45EM  Custom-made When placing an order, please specify the reduction ratio.

T2 =h)b5T—% Technical Data

&8s Type W2 Planetary

il Output shaft 25 LA (BEAQ) Stainless steel (Hardening)
HAEANTY T Bearing at output 2Y—7J Sleeve

STTIHA Radial play (mm) =0.07

AZANHE Axial play (mm) =02

AR R &6 Operating temperature range () —10C~+ 60C

HE5E Combination

SES T
I P 3 B B
Type Model Number iameter Page ength Page
VAP Coreless SCR10-17X X 17.0+L MH-10 6.5
a 7’ L X Coreless SCR10-25 X X 10 32 24.6+L 74 MH-10 49 6.5
% ERTF -2 EBEETT, The above data is for reference only.
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Technical Information

I>3d—% Encoder E—% Motor

FAw R Gearhead
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Selection Guide

JS5YUR Brushless J77LVA  Coreless

Bi5 Magnetic

HE2  Optical
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ZJ\— Spur
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37—R Iron Core

7SV Brushless





